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Floor marking tape DURALINE® 50/05 
Article number 102103

Colour red

Packaging unit 1 piece

Base EAN 4005546999784

Sales unit quantity 1 piece

Sales unit EAN 4005546999784

Packing weight (gross) 1382 G

Country of origin GB

Product description
For safety and orientation in storage and operations: Self-adhesive floor marking tape for the long-term marking of parking spaces, safety zones, walkways and
driveways.

• Floor tape for long-term indoor marking
• Floor marking tape with slip resistance R9 according to DIN 51130
• Withstands forklift traffic*
• Colours similar RAL 9003 Signal white, 3001 Signal red, 1003 Signal yellow, 6032 Signal green, 5005 Signal blue
• Dimensions (W x L): 50 mm x 30 m, thickness: 0,5 mm

*except for steering, braking and rotating movements of lift trucks

Product features

Outer width (mm) 50

Outer depth/length 30 m

Brand DURABLE

Self-adhesive type permanent

Adhesive strength normal

Abrasion resistance normal
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Floor marking tape DURALINE® 50/05 
Material thickness 0.5 mm

Special colour similar to RAL 3001 signal red

Application area Walking area, driving area, suitable for forklift trucks

Diameter of roll holder (mm) 76

Technical standard ASR A1.5/1.2 ''Floors'' according to DIN 51130 Slip resistance (R
group) R9
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